73 509

73 509

* APPLY EXPRESS MASK AND PAINT BEFORE GLUING
POUZIT EXPRESS MASK NABARVIT PRED SLEPENIM

SYMETRICAL ASSEMBLY
SYMETRICKA MONTAZ

REMOVE BEND
ODSTRANIT OHNOUT
# GRIND OPTION
OBROUSIT e | voLBA
DRILL HOLE REPLACE
VRTAT OTVOR NAHRADIT
7 COLORED ETCHED PARTS

LEPTANE BAREVNE DILY

D D 7 ETCHEDPARTS o
LEPTANE NEBAREVNE DILY

1 ORIGINAL KIT PARTS
PUVODNI DILY STAVEBNICE

Su-27SM Flanker B S.A.

1/72 scale detail set for Zvezda 7295 kit ® sada detailit pro model 1/72 Zvezda 7295

eduard &= ©

S8 509 + 73 509
Su-27SM Flanker B

© ©EDUARD 2014 Made in Czech Republic ©

PARTS TO BE REMOVED FILL

PHOTO-ETCHED PARTS A VIO
DILY K ODSTRANENI TMELIT

ORIGINAL KIT PARTS ETC
LEPTANE DILY

PUVODNI DiLY STAVEBNICE

e ]

@& [© R

D11, D12

55

B39 + B13,
B41 + B12




73 509

2/4




3/4

73 509

B30, B31

D1

73 (@] 74

Fuselage
S

Al




4/4 73 509

59
\Q‘Q\/ Cé6
&

> / C7, C8
) T
O 2 pcs. 62

PARTS WITH GLUE -+ DILY OPATRENE LEPIDLEM

o V72 509 ¢+ 78 509 $W-27SM Flanker B interior 15}
A L8 — I ' oyl i
el h HH W 16 I 3. Do not touch the adhesive areas of the etched components.
‘il ! ply e giE 3. Nesahejte na casti dila, na kterych je naneseno lepidlo.
\l 2 ol 12 13 @
i 1 s
4 7 =2
e i

Made in Czech Republic ©

1. Separate the etched components from their frames on the protective paper.
Removal from the paper is done only after separation of the parts from the
frames.

4. Hold the parts by the edges, or at areas free of adhesive.

4. Samolepici dily berte za hrany nebo za ¢asti, na kterych neni nanesené

1.Samolepici dily oddélujte od ramecku na podkladovém papiie. Po lepidlo.

oddéleni je sejméte z kryciho papiru.  yyy

5. Lightly place the component in the desired location and position. Adjust
as required. The component will be permanently affixed when pressed
onto its intended location, its location can be adjusted.

5. Dil lehce polozte do pozice, ve které ma byt nalepen. Upravte presnou pozici
a pfimacknéte. Dil dokonale pfilne az po primacknuti, pred primacknutim
1ze dilem opatrné manipulovat.

2. Do not inadvertently place etched componets on an unwanted surface.
Attempts to remove will result in damage to your part.

2. Nepokladejte samolepici dily na volné plochy. Pokud je omylem
prilepite, pti pokusu o odlepeni dojde k poskozeni dilu.
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