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Dodge data plates
TP 5061/35 scale detail set for •sada detailù pro model 1/35ITALERI, BÍLEK ITALERI, BÍLEK

TP 506

ORIGINAL KIT PARTS
PÙVODNÍ DÍLY STAVEBNICE

PHOTO-ETCHED PARTS
LEPTANÉ DÍLY

PARTS TO BE REMOVED
DÍLY K ODSTRANÌNÍ

FILL
TMELIT

Dodge WC-54 AmbulanceDodge WC-54 Ambulance

interior of driver's cabinterior of driver's cab

Dodge WC-51,52Dodge WC-51,52

early

late

eduard

REMOVE
ODSTRANIT

OPTION
VOLBA?

REPLACE
NAHRADIT

BEND
OHNOUT

GRIND
OBROUSIT

SYMETRICAL ASSEMBLY
SYMETRICKÁ MONTÁ�

DRILL HOLE
VRTAT OTVOR

APPLY EXPRESS MASK AND PAINT BEFORE GLUING
POU�ÍT EXPRESS MASK NABARVIT PØED SLEPENÍM

THE WAYNE WORKS
All - Steel Bodies
RICHMOND, INDIANA

42-8-147

DRAINING COOLING SYSTEM

OPEN THE RADIATOR DRAIN COCK - A
AT FRONT LOWER RIGHT HAND
CORNER OF RADIATOR CORE AND THE
CYLINDER BLOCK DRAIN COCK-B AT
THE LOWER LEFT SIDE OF ENGINE

A

B

---CAUTION---

DODGE TRUCKS

MAX.PERMISSIBLE ROAD SPEEDS

TRANSMISSION

BUILT BY CHRYSLER CORPORATION

DETROIT, U.S.A.

4TH 3RD 2ND 1ST

55 33 18 9 7

REV.

DISENGAGE FRONT AXLE DRIVE WHEN

OPERATING ON HARD SURFACED ROADS
LOW

1

2

3

4
N

R

DISENGAGED

TRANSMISSION
REV. ENGAGED

FRONT AXLE DRIVE

PUBLICATIONS APPLYING TO THIS VEHICLE

OPERATORS MANUAL TM9-

PARTS LIST SNL G-

MAINTENANCE MANUALS TM9-

808

502

1808

BODY MODEL No 09179-Z

LENGHT 72 WIDHT 48

DODGE TRUCKS
MANUFACTURED BY CHRYSLER CORPORATION

DETROIT U.S.A.

DELIVERY DATE

FOR PARTS REQUISITION IDENTIFICATION

08-07-78

FOR PARTS REQUISTION IDENTIFICATION

BODY MODEL No 09179 - Z

NOMINAL LENGHT 72 INCHES

NOMINAL WIDTH 48 INCHES

?

178

15

13

5

16

6

10

11

DODGE TRUCKS
DIVISION OF CHRYSLER CORPORATION

DETROIT; MICH.
NOMENCLATURE

MODEL SERIAL No.

SUPPLY ARM OR SERVICE MAINTAINING TRUCK

RECOMMENDED S.A.E. GRADE OIL SUMMER - 30

RECOMMENDED S.A.E. GRADE OIL WINTER - 10

RECOMMENDED OCTANE RATING GASOLINE 70 MIN.

MAX.TRAILED LOAD

GROSS WEIGHT

LBS.

LBS.

DATE DELIVERY

MAX.PAYLOAD LBS.

TRUCK 3/4 TON 4x4

WC-51 USA

ORDNANCE DEPT.

7720 1800

1000 12-42

8168551

12

NOTE
RUN ENGINE TO CHARGE

BATTERY WHEN BATTERY
VOLTAGE WITH RADIO

TRANSMITTER LOAD DROPS

TO RED LINE ON VOLTMETER,
OR 11.25 VOLTS
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Dodge 6x6
WC-62

Dodge 6x6
WC-62
WC-63 DRAINING COOLING SYSTEM

OPEN THE RADIATOR DRAIN COCK - A
AT FRONT LOWER RIGHT HAND
CORNER OF RADIATOR CORE AND THE
CYLINDER BLOCK DRAIN COCK-B AT
THE LOWER LEFT SIDE OF ENGINE

A

B

PUBLICATIONS APPLYING TO THIS VEHICLE

OPERATORS MANUAL TM9-

PARTS LIST SNL G-

MAINTENANCE MANUALS TM9-

808

502

1808

B54

6

13

1

3

DODGE TRUCKS
DIVISION OF CHRYSLER CORPORATION

DETROIT; MICH.
NOMENCLATURE

MODEL SERIAL No.

SUPPLY ARM OR SERVICE MAINTAINING TRUCK

RECOMMENDED S.A.E. GRADE OIL SUMMER - 30

RECOMMENDED S.A.E. GRADE OIL WINTER - 10

RECOMMENDED OCTANE RATING GASOLINE 70 MIN.

MAX.TRAILED LOAD

GROSS WEIGHT

LBS.

LBS.

DATE DELIVERY

MAX.PAYLOAD LBS.

TRUCK 3/4 TON 4x4

WC-51 USA

ORDNANCE DEPT.

7720 1800

1000 12-42

8168551

12

DISENGAGE FRONT AXLE DRIVE WHEN

OPERATING ON HARD SURFACED ROADS
LOW HIGH

LOW

1

2

3

4
N

R

DISENGAGED

TRANSMISSION
REV. ENGAGED
-FRONT AXLE -TRANSFER CASE

7

CAUTION

DODGE TRUCKS

MAX.PERMISSIBLE ROAD SPEEDS
TRANSMISSIONTRANSFER

CASE

HIGH

LOW

BUILT BY CHRYSLER CORPORATION

DETROIT, U.S.A.

4TH 3RD 2ND 1ST

50
37

33
22

18
12

9
6

7
5

REV.

9

Dodge 4x4 WC-51 early, 52 early, 56, 57, 59, 60, 61Dodge 4x4 WC-51 early, 52 early, 56, 57, 59, 60, 61 WC-52 early , 57( with winch )WC-52 early , 57( with winch )

WC-51 early ,56 ,59 ,60 ,61
( without winch )

WC-51 early ,56 ,59 ,60 ,61
( without winch )

WC-51 ( without winch )WC-51 ( without winch )

WC-52 ( with winch )WC-52 ( with winch )

WC-63 ( with winch )WC-63 ( with winch )

WC-62 (without winch )WC-62 (without winch )

DRAINING COOLING SYSTEM

OPEN THE RADIATOR DRAIN COCK - A
AT FRONT LOWER RIGHT HAND
CORNER OF RADIATOR CORE AND THE
CYLINDER BLOCK DRAIN COCK-B AT
THE LOWER LEFT SIDE OF ENGINE

A

B

---CAUTION---

DODGE TRUCKS

MAX.PERMISSIBLE ROAD SPEEDS

TRANSMISSION

BUILT BY CHRYSLER CORPORATION

DETROIT, U.S.A.

4TH 3RD 2ND 1ST

55 33 18 9 7

REV.

DISENGAGE FRONT AXLE DRIVE WHEN

OPERATING ON HARD SURFACED ROADS
LOW

1

2

3

4
N

R

DISENGAGED

TRANSMISSION
REV. ENGAGED

FRONT AXLE DRIVE

PUBLICATIONS APPLYING TO THIS VEHICLE

OPERATORS MANUAL TM9-

PARTS LIST SNL G-

MAINTENANCE MANUALS TM9-

808

502

1808

B54

6

5

8

13

1

3

DODGE TRUCKS
DIVISION OF CHRYSLER CORPORATION

DETROIT; MICH.
NOMENCLATURE

MODEL SERIAL No.

SUPPLY ARM OR SERVICE MAINTAINING TRUCK

RECOMMENDED S.A.E. GRADE OIL SUMMER - 30

RECOMMENDED S.A.E. GRADE OIL WINTER - 10

RECOMMENDED OCTANE RATING GASOLINE 70 MIN.

MAX.TRAILED LOAD

GROSS WEIGHT

LBS.

LBS.

DATE DELIVERY

MAX.PAYLOAD LBS.

TRUCK 3/4 TON 4x4

WC-51 USA

ORDNANCE DEPT.

7720 1800

1000 12-42

8168551

12

1

3

12

4

DODGE TRUCKS
DIVISION OF CHRYSLER CORPORATION

DETROIT; MICH.
NOMENCLATURE

MODEL SERIAL No.

SUPPLY ARM OR SERVICE MAINTAINING TRUCK

RECOMMENDED S.A.E. GRADE OIL SUMMER - 30

RECOMMENDED S.A.E. GRADE OIL WINTER - 10

RECOMMENDED OCTANE RATING GASOLINE 70 MIN.

MAX.TRAILED LOAD

GROSS WEIGHT

LBS.

LBS.

DATE DELIVERY

MAX.PAYLOAD LBS.

TRUCK 3/4 TON 4x4

WC-51 USA

ORDNANCE DEPT.

7720 1800

1000 12-42

8168551

WINCH CAUTION PLATE

BRADEN MODEL MU2
POWER TAKE OFF

FORWARD POSITION

WIND

NEUTRAL

UNWIND

REAR POSITION

.5000 LBSCAPACITY OF WINCH

ON FIRST LAYER OF ROPE

VEHICLE AND WINCH GUARANTEE

REQUIRE THAT WINCH SHALL BE

OPERATED AT ALL TIMER AS

REQUIRED BY APPROPRIATE

REGULATIONS.

1

3

12

4

DODGE TRUCKS
DIVISION OF CHRYSLER CORPORATION

DETROIT; MICH.
NOMENCLATURE

MODEL SERIAL No.

SUPPLY ARM OR SERVICE MAINTAINING TRUCK

RECOMMENDED S.A.E. GRADE OIL SUMMER - 30

RECOMMENDED S.A.E. GRADE OIL WINTER - 10

RECOMMENDED OCTANE RATING GASOLINE 70 MIN.

MAX.TRAILED LOAD

GROSS WEIGHT

LBS.

LBS.

DATE DELIVERY

MAX.PAYLOAD LBS.

TRUCK 3/4 TON 4x4

WC-51 USA

ORDNANCE DEPT.

7720 1800

1000 12-42

8168551

WINCH CAUTION PLATE

BRADEN MODEL MU2
POWER TAKE OFF

FORWARD POSITION

WIND

NEUTRAL

UNWIND

REAR POSITION

.5000 LBSCAPACITY OF WINCH

ON FIRST LAYER OF ROPE

VEHICLE AND WINCH GUARANTEE

REQUIRE THAT WINCH SHALL BE

OPERATED AT ALL TIMER AS

REQUIRED BY APPROPRIATE

REGULATIONS.

1

3

12

4

DODGE TRUCKS
DIVISION OF CHRYSLER CORPORATION

DETROIT; MICH.
NOMENCLATURE

MODEL SERIAL No.

SUPPLY ARM OR SERVICE MAINTAINING TRUCK

RECOMMENDED S.A.E. GRADE OIL SUMMER - 30

RECOMMENDED S.A.E. GRADE OIL WINTER - 10

RECOMMENDED OCTANE RATING GASOLINE 70 MIN.

MAX.TRAILED LOAD

GROSS WEIGHT

LBS.

LBS.

DATE DELIVERY

MAX.PAYLOAD LBS.

TRUCK 3/4 TON 4x4

WC-51 USA

ORDNANCE DEPT.

7720 1800

1000 12-42

8168551

WINCH CAUTION PLATE

BRADEN MODEL MU2
POWER TAKE OFF

FORWARD POSITION

WIND

NEUTRAL

UNWIND

REAR POSITION

.5000 LBSCAPACITY OF WINCH

ON FIRST LAYER OF ROPE

VEHICLE AND WINCH GUARANTEE

REQUIRE THAT WINCH SHALL BE

OPERATED AT ALL TIMER AS

REQUIRED BY APPROPRIATE

REGULATIONS.

?

Dodge 4x4
WC-51, 52
Dodge 4x4
WC-51, 52

late (1944-45)late (1944-45)
DRAINING COOLING SYSTEM

OPEN THE RADIATOR DRAIN COCK - A
AT FRONT LOWER RIGHT HAND
CORNER OF RADIATOR CORE AND THE
CYLINDER BLOCK DRAIN COCK-B AT
THE LOWER LEFT SIDE OF ENGINE

A

B

---CAUTION---

DODGE TRUCKS

MAX.PERMISSIBLE ROAD SPEEDS

TRANSMISSION

BUILT BY CHRYSLER CORPORATION

DETROIT, U.S.A.

4TH 3RD 2ND 1ST

55 33 18 9 7

REV.

B54

6

5

8

1

3

DODGE TRUCKS
DIVISION OF CHRYSLER CORPORATION

DETROIT; MICH.
NOMENCLATURE

MODEL SERIAL No.

SUPPLY ARM OR SERVICE MAINTAINING TRUCK

RECOMMENDED S.A.E. GRADE OIL SUMMER - 30

RECOMMENDED S.A.E. GRADE OIL WINTER - 10

RECOMMENDED OCTANE RATING GASOLINE 70 MIN.

MAX.TRAILED LOAD

GROSS WEIGHT

LBS.

LBS.

DATE DELIVERY

MAX.PAYLOAD LBS.

TRUCK 3/4 TON 4x4

WC-51 USA

ORDNANCE DEPT.

7720 1800

1000 12-42

8168551
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DISENGAGE FRONT AXLE DRIVE WHEN

OPERATING ON HARD SURFACED ROADS
LOW

1

2

3

4
N

R

DISENGAGED

TRANSMISSION
REV. ENGAGED

FRONT AXLE DRIVE

OVERAL LENGHT

OVERAL WIDTH

OVERAL HEIGHT

LOWEST OPERABLE HEIGHT

SHIPPING CUBIC

SHIPPING TONNAGE

VEHICLE

167 INS.

82 3/4 INS.

85 1/2 INS.

67 1/2 INS.

683,76 CU.FT.

17,09 TONS

TRUCK 3/4 TON 4x4 WEAPONS CARRIER

14

?

2 early typeearly type?
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